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Abstract of JP4231190 

PURPOSETo effectively execute with lap 
welding the galvanized steel plate by forming the 
optical laser to two kinds of convergent lasers 



separated of the high and low energy density at 
the same time. 

CONSTITUTIONThe laser light is divided to the 
1st convergent laser of low energy density and 
the 2nd convergent laser of high energy density 
with the optical converging means 21 against the 
lapped part of the galvanized steel sheet the 
former radiates the lapped part of the steel sheet 
and the galvanized zinc is evaporated and 
dispersed, and the later melts the steel sheet and 
joins it. Therefore, on the laser lap welding of the 
galvanized steel plate, the welding can be 
executed effectively and well without the fault of 
blow holes, etc. 
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(54) METHOD AND DEVICE FOR LASER WELDING 
GALVANIZED STEEL SHEET 

(57) Abstract: 

PURPOSE: To effectively execute with lap welding the 
galvanized steel plate by forming the optical laser to 
two kinds of convergent lasers separated of the high and 
low energy density at the same time. 

CONSTITUTION: The laser light is divided to the 1st 
convergent laser of low energy density and the 2nd 
convergent laser of high energy density with the optical 
converging means 21 against the lapped part of the 
galvanized steel sheet the former radiates the lapped 
part of the steel sheet and the galvanized zinc is 
evaporated and dispersed, and the later melts the stee! 
sheet and joins it. Therefore, on the laser lap welding 
of the galvanized steel plate, the welding can be 
executed effectively and well without the fault of blow 
holes, etc. 
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PURPOSE: To effectively execute with lap welding the 
galvanized steel plate by forming the optical laser to two kinds of 
convergent lasers separated of the high and low energy density at 
the same time. 

CONSTITUTION: The laser light is divided to the 1st convergent 
laser of low energy density and the 2nd convergent laser of high 
energy density with the optical converging means 21 against the 
lapped part of the galvanized steel sheet the former radiates the 
lapped part of the steel sheet and the galvanized zinc is evaporated 
and dispersed, and the later melts the steel sheet and joins it. 
Therefore, on the laser lap welding of the galvanized steel plate, the 
welding can be executed effectively and well without the fault of 
blow holes, etc. 

COPYRIGHT: (C)1992,JPO&Japio 



None 



EP US 



Get Now: Family Legal Status Report 



m 



Show 2 known family members 
DERABS C92-268471 



REST AVAILABLE COPY 



https://www.delphion.com/details?pn=JP0423 1 1 90A2 



2/13/2004 



